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Genaral Notes

Following increase in % over normal
schedule of rates of M.J.P. for 2021-
22 will be applicable. (Ref. PWD GR.
No. DSR/1091/CR-6577/Planning-
3.dated 08/07/2003).

Genaral Notes

Following increase in % over normal
schedule of rates of M.J.P. for 2021-
22 will be applicable. (Ref. PWD GR.
No. DSR/M091/CR-6577/Planning-
3,dated 08/07/2003).

%
Increase

Sr. No Area

%
Increase

Sr. No Area

— - S

i Rajbhavan 20%

i For Naxalite Area 10%

(Notified)

L4

Genaral Notes

The royalty charges are considered
in the rate analysis of CSR 2021-22
As per Government Resolution No.
Rev and forest Dept Gaukhani
10/1009/ PraKra. 309/ Kha
Mantralaya df.11.2.2010.

Genaral Notes

The royalty charges are considered |
in the rate apalysis of CSR 2021-22. |
As per the Government of
Maharashtra, Revenue and Forest
Departments Gazette No.67 Dt. 15
May 2015
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Providing supplying in standard
length (PE material) HDPE Double
wall corrugated pipe for non
pressure underground drainage
and sewerage with smooth internal
& corrugated external surface
confirming to IS 16098:Part-2 2013
with spigot or plain end with
necessary jointing material coupler
including transportation and freight
charges, inspection charges, loading
and unloading charges, conveyance

to departmental store and stacking

the same in closed shade duly

protecting from direct sun ray and
rains excluding GST levied by Gol

and GoM in all respect, etc. complete.

Providing supplying in standard
length (PE material) Structured-Wall
plastic piping system for Non-
pressure underground drainage
and sewerage with smooth internal
& corrugated external surface
confirming to IS 16098:Part-2 2013
with spigot or plain end with
necessary jointing material coupler
including transportation and freight
charges, inspection charges, loading
and unloading charges, conveyance
to departmental store and stacking
the same in closed shade duly
protecting from direct sun ray and |
rains excluding GST levied by Gol

and GoM in all respect, etc. complete.

Lowering, Laying and Jointing (PE
HDPE double
corrugated pipe for non-pressure

material) wall
underground by heating to the ends
of pipes with the help of tefflon
coated electric heater to the required
temparature and then

pressing the ends together against
each other, to form a monolithic &
leak proof joint by thermosetting
process. The pressing may be
required to be done with Jacks/
Hydraulic Jacks/Butt fusion machine
etc. complete with all

materials labours as directed by
Engineer - in - charge. including

Lowering, Laying and Jointing (PE |
material} Structured-Wall plastic
piping system for Non- pressure
underground and
sewerage underground by heating
to the ends of pipes with the help of
tefflon coated electric heater to the
required temparature and then

pressing the ends together against

drainage

each other, to form a monolithic &
leak proof joint by thermosetting
process. The pressing may be
required to be done with Jacks/
Hydraulic Jacks / Butt fusion machine
etc. complete with all materials
labours as directed by Engineer - in -
charge,
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{tem wording

Hydraulic testing of HDPE double
wall corrugated pipe for non
pressure underground line to
specified pressure including cost of
all materials and labour and water for
testing for specified length including
cutting, placing end

cap making arrangement for filling
safe water using reciprocating type
pumps which should be able to

provide specified test pressure
gauges and other necessary
equipments, labour, operation

charges, etc. required for testing. The
rate under this item shall also include
cost of retesting, if necessary and
reinstating to original position

ltem wording

Hydraulic testing of Structured-Wall
plastic piping system for Non-
pressure underground drainage
and sewerage underground line to
specified pressure including cost of
all materials and labour and water for
testing for specified length including
cutting, placing end cap making

arrangement for filling safe water
using reciprocating type pumps

which should be able to provide
specified test pressure gauges and
other necessary equipments, labour,
operation charges, etc. required for
testing. The rate under this item shall
also include cost of retesting, if
necessary and reinstating to original
position
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